TV: Broksonic CTGV-4563TCT
Remote: 07640DW20A

Blast codes:
[Power]:
Protocol=NEC Address=0x586 Command=0xF Raw-Data=0xF00F0586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0xF Repeat gap=40650us Raw-Data=0xF00F0586 32 bits LSB first

[1]:
Protocol=NEC Address=0x586 Command=0x0 Raw-Data=0xFF000586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x0 Repeat gap=40700us Raw-Data=0xFF000586 32 bits LSB first

[2]:
Protocol=NEC Address=0x586 Command=0x1 Raw-Data=0xFE010586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x1 Repeat gap=40700us Raw-Data=0xFE010586 32 bits LSB first

[3]:
Protocol=NEC Address=0x586 Command=0x2 Raw-Data=0xFD020586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x2 Repeat gap=40650us Raw-Data=0xFD020586 32 bits LSB first

[4]:
Protocol=NEC Address=0x586 Command=0x3 Raw-Data=0xFC030586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x3 Repeat gap=40700us Raw-Data=0xFC030586 32 bits LSB first

[5]:
Protocol=NEC Address=0x586 Command=0x4 Raw-Data=0xFB040586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x4 Repeat gap=40700us Raw-Data=0xFB040586 32 bits LSB first

[6]:
Protocol=NEC Address=0x586 Command=0x5 Raw-Data=0xFA050586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x5 Repeat gap=40650us Raw-Data=0xFA050586 32 bits LSB first

[7]:
Protocol=NEC Address=0x586 Command=0x6 Raw-Data=0xF9060586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x6 Repeat gap=40650us Raw-Data=0xF9060586 32 bits LSB first

[8]:
Protocol=NEC Address=0x586 Command=0x7 Raw-Data=0xF8070586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x7 Repeat gap=40650us Raw-Data=0xF8070586 32 bits LSB first

[9]:
Protocol=NEC Address=0x586 Command=0x8 Raw-Data=0xF7080586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x8 Repeat gap=40700us Raw-Data=0xF7080586 32 bits LSB first

[0]:
Protocol=NEC Address=0x586 Command=0x9 Raw-Data=0xF6090586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x9 Repeat gap=40650us Raw-Data=0xF6090586 32 bits LSB first

[QUICK VIEW]:
Protocol=NEC Address=0x586 Command=0x10 Raw-Data=0xEF100586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x10 Repeat gap=40700us Raw-Data=0xEF100586 32 bits LSB first

[CALL]:
Protocol=NEC Address=0x586 Command=0x17 Raw-Data=0xE8170586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x17 Repeat gap=40650us Raw-Data=0xE8170586 32 bits LSB first

[SLEEP]:
Protocol=NEC Address=0x586 Command=0x13 Raw-Data=0xEC130586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x13 Repeat gap=40700us Raw-Data=0xEC130586 32 bits LSB first

[MUTE]:
Protocol=NEC Address=0x586 Command=0xE Raw-Data=0xF10E0586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0xE Repeat gap=40700us Raw-Data=0xF10E0586 32 bits LSB first

----
For what I suspect was stylistic reasons, both volume and channel buttons are in a "D-PAD" arrangement. Probably to make the remote/tv look more "advanced".
----

[CH UP]:
Protocol=NEC Address=0x586 Command=0xA Raw-Data=0xF50A0586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0xA Repeat gap=40700us Raw-Data=0xF50A0586 32 bits LSB first

[CH DOWN]:
Protocol=NEC Address=0x586 Command=0xB Raw-Data=0xF40B0586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0xB Repeat gap=40700us Raw-Data=0xF40B0586 32 bits LSB first

[VOL LEFT] (VOL DOWN):
Protocol=NEC Address=0x586 Command=0xD Raw-Data=0xF20D0586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0xD Repeat gap=40700us Raw-Data=0xF20D0586 32 bits LSB first

[VOL RIGHT] (VOL UP):
Protocol=NEC Address=0x586 Command=0xC Raw-Data=0xF30C0586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0xC Repeat gap=40650us Raw-Data=0xF30C0586 32 bits LSB first

[MENU]:
Protocol=NEC Address=0x586 Command=0x14 Raw-Data=0xEB140586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x14 Repeat gap=40700us Raw-Data=0xEB140586 32 bits LSB first

[SET -]:
Protocol=NEC Address=0x586 Command=0x16 Raw-Data=0xE9160586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x16 Repeat gap=40650us Raw-Data=0xE9160586 32 bits LSB first

[SET +]:
Protocol=NEC Address=0x586 Command=0x15 Raw-Data=0xEA150586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x15 Repeat gap=40700us Raw-Data=0xEA150586 32 bits LSB first

[ENTER]:
Protocol=NEC Address=0x586 Command=0x18 Raw-Data=0xE7180586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x18 Repeat gap=40700us Raw-Data=0xE7180586 32 bits LSB first

[RESET]:
Protocol=NEC Address=0x586 Command=0x19 Raw-Data=0xE6190586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x19 Repeat gap=40700us Raw-Data=0xE6190586 32 bits LSB first

[TV/AV]:
Protocol=NEC Address=0x586 Command=0x12 Raw-Data=0xED120586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x12 Repeat gap=40700us Raw-Data=0xED120586 32 bits LSB first

[TV/CAP/TEXT]:
Protocol=NEC Address=0x586 Command=0x1C Raw-Data=0xE31C0586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x1C Repeat gap=40700us Raw-Data=0xE31C0586 32 bits LSB first

[CH.1/2]:
Protocol=NEC Address=0x586 Command=0x1D Raw-Data=0xE21D0586 32 bits LSB first
Protocol=NEC2 Address=0x586 Command=0x1D Repeat gap=40700us Raw-Data=0xE21D0586 32 bits LSB first

----

Interestingly, there are extra buttons on the remote's PCB that are inaccessable due to being blanked out on the remote's plastic.
